
Operating at Concord/Buchanan Field

References

● CCR Airport Diagram

● CCR Hot Spots

● San Francisco Terminal Area Chart

● Chart Supplement / Southwest US

● Buchanan Field Airport Noise Abatement Procedures

● FAA YouTube Video “From the Flight Deck - Buchanan Field Airport (CCR)”

Questions

CCR Airport Diagram

1. What frequencies are used for the following airport services at Buchanan Field?

Tower control: ____________________

Ground control: ____________________

ATIS: ____________________

2. What type of automated weather information is provided at Buchanan Field?

a) AWOS

b) ASOS

c) ATIS

3. What is the magnetic direction of Runway 19L at Buchanan Field?

a) 19°

b) 010.1°

c) 190.1°

4. What is field elevation at Buchanan Field?

a) Sea level

b) 26 ft MSL

c) 17 ft MSL

5. What designation has been given to the parallel taxiway adjacent to Runway 19L?

a) G

b) Z

c) A
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https://www.contracosta.ca.gov/DocumentCenter/View/45928/Noise-Management-Program-Brochure-2019-PDF?bidId=
https://www.youtube.com/watch?v=D5QYAwKQbn0


6. The rotating beacon at Buchanan Field is closest to which of the following?

a) Fire Station

b) Control tower (TWR)

c) Hangars

7. Compared to the runway at San Carlos, Runway 19L at Buchanan Field is

a) longer and wider.

b) shorter and narrower.

c) about the same size.

CCR Hot Spots

8. An “airport surface hot spot” is

a) a location at the airport that can be used by mechanics or pilots to perform hot starts and

airplane testing that requires running the engine at higher temperatures.

b) a location on the runway that receives intense radiation from the sun which could cause

melting of the asphalt.

c) a runway safety-related problem area on an airport that presents increased risk during surface

operations.

9. How many hot spots are shown on the Hayward airport diagram?

a) None

b) 4

c) 2

10. What is the reason for Hot Spot 3?

___________________________________________________________________________

___________________________________________________________________________

11. What is an approach area? AIM §2-3-5 (a) (3)

___________________________________________________________________________

___________________________________________________________________________

San Francisco Terminal Area Chart

12. Which frequency is used for Common Traffic Advisories when the control tower is closed for

operation?

a) 123.9

b) 119.7

c) 122.950
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13. What does “*RP” in the airport data for Buchanan Field indicate?

a) All runways use right traffic.

b) Too many runways to list use right traffic.

c) Check the chart supplement for details.

14. The Buchanan Field airspace is best described as

a) a standard class D shape.

b) a standard class D shape but with a non-standard ceiling height.

c) a non-standard shape with a standard ceiling height.

15. Describe the shape of the Buchanan Field Class D airspace.

___________________________________________________________________________

___________________________________________________________________________

16. What are the VFR waypoints around Buchanan Field Class D airspace?

___________________________________________________________________________

___________________________________________________________________________

17. Circle the answers that make the statements true.

Concord Buchanan Field (CCR) is identical to / different from San Carlos Airport (SQL) since it has

one runway / parallel runways. There can be airplanes using both runways and it is / isn’t

possible to be on final at the same time that another plane is on final for the parallel runway.

Situational awareness becomes of greater / lesser importance for safety, and it is critical that

pilots understand instructions / feedback from the air traffic control tower.

Chart Supplement Entry KCCR

18. How many runways does Buchanan Field have?

a) Four

b) Eight

c) Two
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19. What type of glide slope lighting exists on Runway 19L?

a) None

b) PAPI

c) VASI

20. Is the traffic pattern for Runway 19R always right traffic?

a) Yes

b) No, when the tower is closed, 19R is standard left traffic.

21. What runway has the longest landing distance available (LDA)?

a) 01L

b) 19R

c) Both 01L and 19R

22. What are the hours of operation for the tower at Buchanan Field?

a) 6:00 am to 8:00 pm

b) 7:00 am to 10:00 pm

c) 7:00 am to 9:00 pm

23. What is the Traffic Pattern Altitude (TPA)?

a) 1,000 ft AGL

b) 1,026 ft MSL

c) 600 ft AGL South and 800 ft AGL North

CCR Noise Abatement Procedures

24. When departing from Runway 19L, pilots are asked to

a) use partial power on takeoff.

b) use the airplane’s quiet mode.

c) remain east of Contra Costa Blvd.

25. Practice landings and takeoffs, including touch-and-goes shall not be conducted between the hours

of

a) noon and 2:00 pm.

b) 10:00 pm and 7:00 am.

c) 5:30 pm and 6:30 pm.
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26. The preferred runway for touch-and-goes when the wind favors runway 19L/R is

a) 19L.

b) 19R.

c) 19L or 19R; it is the pilot’s discretion.

27. What is the meaning of the areas shaded in around the airport?

a) Congested areas

b) Lighted surface areas

c) Closest noise sensitive residential areas

28. What is not permitted on departure?

a) No turns prior to reaching 700 feet AGL

b) Using best rate of climb

c) Managing propeller to reduce noise impact

From the Flight Deck - Buchanan Field Airport (video)

29. What is a concern about operating at Buchanan field with multiple runways?

a) Wrong surface arrivals and departures

b) The runways will not be available due to excessive usage.

c) It makes for easier arrival because you can land on the first runway you see.

30. What are suggestions to avoid wrong surface arrivals and departures?

a) Read back and execute instructions as issued.

b) Determine your destination at the airport and then review the various routes you may be

assigned.

c) Compare your final approach heading to the assigned runway.

d) All of the above

31. What is the reason for Hot Spot 2?

a) It is a complex intersection of multiple taxiways: Taxiways J, A, and C.

b) This is a unique location where two planes can do runups simultaneously.

c) It is the location of former Runway 2 that confuses pilots who flew decades ago.

32. What is the recommendation if a pilot is not sure of any clearance or instruction?

a) Taxi as fast as you can to get to the runway before making a mistake.

b) Flash your landing light to signal you need assistance and then follow the guidance of the

marshaller that will arrive within 15 minutes.

c) Ask the tower for clarification.
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Assignment Answers

Answers

1. Frequencies used at Buchanan Field include:

Tower control: 119.7

Ground control: 121.9

ATIS: 124.7

2. c

3. c

4. b

5. c

6. b

7. c

8. c

9. b

10. Pilots on Twy A sometimes fail to comply with hold short instructions for Rwy 32L apch area and/or

fail to proceed completely through Rwy 32L apch area when instructed by ATC.

11. It’s an area where it is necessary to hold an aircraft on a taxiway located in the approach or

departure area of a runway so that the aircraft does not interfere with the operations on that

runway.

12. b

13. c

14. c

15. Buchanan Field is in the shape of a Pacman that is swallowing a round circle.

16. The following are VFR waypoints on the chart: Walnut Creek, Benicia Bridge, CROIT, Carquinez

Bridge, COLLI, ST MARY’S, MOUNT DIABLO.

17. different from;

parallel runways;

is;

greater;

instructions

18. b
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19. a

20. b

21. c

22. b

23. a and b

24. c

25. b

26. a

27. c

28. a

29. a

30. d

31. a

32. c
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